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7 CONTROL PANEL
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On-off button

Program selection button

Start CONFIRM/PAUSE button

Total emptying button (tank and boiler)

Additional function selection button

L1 Mains power on light

L2 Light indicating dishwasher in operation, cycle running, FILL running.... (blue), ready
(green), malfunction (red)

L3 Pump-out in progress light

No rinse-aid symbol (if a system for monitoring outside the dishwasher is provided)

Tank heating element on symbol

No salt symbol (if softener is fitted)

Boiler element on symbol

Jglal eV HEERE

No detergent symbol (if a system for monitoring outside the dishwasher is provided)

>

Green light: dishwasher ready

Light L2

Blue light: dishwasher in operation (washing in progress, FILL in progress ....)

Red light: indicates a malfunction

The instructions apply to "undercounter" and hood-type dishwashers, so some sections of the
manual may describe procedures referring to one or the other type, depending on the model
purchased (e.g. open the door/lift the hood....).
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«[O][P] [PRF--- ‘ D\

. PRF 500, CAPOTE.......

When the display control panel is switched on, the

display shows the type of dishwasher (PRF 400,
), followed by the firmware
version and update installed.

(0] [P] [FOOSROO! >
o[v][¢]

If the dishwasher is already powered up, press the
on/off button for direct display of the firmware
version and update installed.

7.1 SET-UP (Authorised staff only)

Set-up

o

During first start-up, the functions/parameters listed below must be set or adjusted: ‘

Dishwasher parameter modification procedure

With the tank empty

1- Switch the appliance on; the display will show
“FILL” and filling will start.

2- Open the door/lift the hood (depending on the
model); "CLOSE" will appear on the display

3- Press the button and hold it down for 5/7

seconds. When -------- appears on the display, release
the button and press it again to access the main PCB
setup menu.

With the tank full/the hood open

1 - Press the button and hold it down for 5/7
seconds. When -------- appears on the display, release

the button and press it again to access the main
PCB setup menu.
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All the modifiable parameters can now be displayed, scrolling through them with the button.

Press the button to select the value required for each parameter.

To confirm the value required simply quit the menu or move on to the next parameter by pressing

~

Quitting the setup menu automatically: wait about 3 minutes without using the controls.
Quitting the setup menu in manual mode: hold the ON/OFF button until the beep sounds; the

dishwasher switches off.
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7.2 Modifiable parameters

The illustrations are purely guideline. The minimum and maximum temperatures
available depend on the model (glass washer, dishwasher, undercounter or hood-

type model, ..).

Rinsing temperature
(boiler temperature)
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Washing temperature
(tank temperature)
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>

Warning: The tank and boiler temperatures shown on the display may be different from the
actual temperatures by a few degrees, especially in transient phases (just after the FILL is
completed, just after the end of the cycle, etc.) due to the inertia of the measurement probe.

Adjusting rinse aid dispensing (optional if installed)
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Every time is pressed,

the value increases of 0,1
g/l up to a max. of 2 g/I.

Default: 1,2 g/I.

NOTE: Do not exceed the amount indicated by the manufacturer, as shown on the package.

An excessive amount may cause foaming.

Adjusting detergent dispensing (optional if installed)
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Every time is pressed,

the value increases of 0,2
g/l up to a max. of 20 g/I.

Default: 2,6 g/I.

NOTE: Do not exceed the amount indicated by the manufacturer, as shown on the package.
An excessive amount may cause foaming.
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Set at “on” to start the cycle when the hood/door is

Set at “off” to start the cycle after confirmation with

the start button

closed.

>
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Regeneration frequency setup (models with softener)

* (Default value: HO3; modify the parameter to suit the mains water hardness.

At first use, the salt tank has to be filled. It is subsequently sufficient simply to fill up with
regenerating salt when necessary.

Mains water hardness setting table

Hardness | Hardness
PPM- | °d German | f prench Setting level
-] (P [HART HO3 ’ [> ’ mg/| degrees degrees
| 5 Regeneration off HOO
: 150 8,5 15 HO1
200 11 20 HO2
300 17 30 * HO3
With values over 60°f an external water 400 22,5 40 HO4
treatment device must be used and the 500 28 50 HO5
regeneration frequency must be set on HOO. 600 33,5 60 HO6

Important:

During normal operation, the dishwasher will perform a number of washing cycles while
regeneration is in progress. During this time (5-6 cycles) the intake water will not be treated, but this
will not affect the washing quality.

NOTE:

If “CH_S” is set to SLS = Salt Lock and Service in the technician menu, when the low salt warning light
comes on, the salt will have to be replenished within a certain number (*) of wash cycles, after
which it will not be possible to use the dishwasher, or to start it ,and the salt warning light will flash.
Salt has to be added in order to use the dishwasher again.

* The number of cycles that can be carried out after the salt has run out depends on the water
softener setting and therefore the inlet water hardness.

Indicatively, this ranges from 8 cycles for very hard water to 40 cycles for very soft water.

If regeneration is set to HO (external water softener) it is not possible to activate the salt lock; if the
salt lock is activated it is not possible to set regeneration to HO.

Extra rinse

Rinsing is 10” longer than the standard in each washing
«[0][P] [ERIN OFF ‘ > ’ cycle.
-[-]

On: enabled — OFF: disabled.
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"Clean water" cycle

*[0][P]
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When this option is activated, the appliance pumps out
all the water from the tank and then refills it with clean
water at every wash cycle. How long this operation takes
depends on the washing water temperature.

On: enabled — OFF: disabled.

N.B.: prolonged use of this option leads to higher
detergent and rinse aid consumption.

Thermostop
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Set to “on”" = minimum washing and rinsing
temperature set for the tank and boiler regardless of
the inlet water temperature; the nominal duration of the
cycle could be a few seconds longer.

Set to “off” = the minimum rinsing temperature could
be a few degrees lower than the one set if hot inlet water
is not used.

Set to “boi” = minimum rinsing temperature set for the
boiler.

& If the thermostop device is set “off” the rinsing °t are no longer monitored and the user is
responsible for ensuring that the minimum correct °t are maintained for the tank and boiler. It is
particularly important to check the intake water temperature.

Also refer to the insufficient washing/drying /foam in tank point of the “troubleshooting” section :
restore °t Stop ON and/or connect the appliance to a hot water supply.

High speed (FST) or economy (ECO) filling (FILL)
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Fast start (FST): starts the dishwasher in less than the
standard time; leads to higher water consumption for the
first cycle start.

Eco start (ECO): starts the dishwasher in standard time,
with no added water consumption.

On: enabled — OFF: disabled.

Cycles performed counter
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Shows the count of the total cycles performed by the
dishwasher since installation.
This parameter cannot be modified or reset unless the
software is reprogrammed.
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USER program duration customisation (optional, only if installed)

USER. is the only program which can be customised.

- @ I/CER PR ‘ D ’ Scroll through the setup parameters to display USER.P1,
. P2..... followed by two dashes (e.g. P2--). Keep pressing the
= = P button until USER appears followed by the duration

(e.g. USER. 03.10).

Steam extraction time setting (optional if installed)

- E’ CAN 0,00 ‘ D ‘ Steam extraction system operating time display and

A .
. setting.

Service setting (for After-Sales Service only)

=[O][P] [ GET GER
o B

See information on Smegtech

7.3 Starting the peristaltic pumps - rapid filling of detergent and rinse aid
delivery circuit.

Perform after the parameter modification procedure explained in the previous point

With the dishwasher powered up and the tank full,

press the on/off button for a few seconds; when --
---- appears on the display, release the button and

press it again quickly within 0.5 seconds. e E’ OFF ‘ D ‘
The peristaltic pumps continue to operate until the o

same button is pressed again. The rinse aid and
detergent symbol lights flash alternately as long as

the pumps are on; bear in mind that the rinse aid - @ ________
peristaltic pump fills the circuit in about 7 minutes, — = | 5 D
while for the detergent it only takes 2 minutes. So )

draw only rinse aid from the jerry cans (1 for the rinse
aid and the other for the detergent) for the first 5
minutes and then also take in detergent for the last 2.

( On some models, the message “door” (PCB self-diagnostics on dishwasher closure)
may appear during the setup procedure. To reset the message, open the
dishwasher door and close it again. If the message persists, contact the after-sales
service.
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